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MIPRO MU-23

TECHNICAL DETAILS

  Device type Microphone

  Max. SPL (dB; @1m) 138

  Frequency response (Hz) 40 ~ 20000

  THD (%) 1

  Microphone type Condenser

  Polar pattern Omnidirectional

  Microphone sensitivity (dBV/Pa) -56 (±3dBV/Pa, 1.59mV/Pa, 1kHz)

  Microphone diameter (mm) 3

  Microphone net weight (kg) 0.022

  
PRODUCT DESCRIPTION

SQM Rental House offers the Mipro MU-23 - it is a beige microphone with a 3-mm capacitive capsule. The color of the microphone makes it practically
invisible during use. MU-23 is also characterized by high resistance to moisture and perspiration.

Ergonomic ear hooks and gooseneck arm with adjustable bend make the MU-23 a very comfortable microphone. A condenser microphone with an
omnidirectional characteristic reproduces frequencies from 40 to 20,000 hertz. The microphone's sensitivity is equal to -56dBV/Pa (1.59mV/Pa), and the
maximum sound pressure level is 138dB.

Weighing 22g, the Mipro MU-23 is equipped with a 4-pin mini XLR connector and a 150 cm cable.

Product link: 

https://rentalhouse.sqm.eu/gb/microphones/1107-mipro-mu-23ii-microphone-wireless-headset.html
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