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IIYAMA LH4352UHS-B1 4K

TECHNICAL DETAILS

  Category Monitor

  Diagonal (in) 42.5

  Diagonal (in) 43

  Panel IPS

  Standard UHD 4K

  Resolution (px×px) 3840x2160

  Width of viewable area (mm) 941.2

  Height of viewable area (mm) 529.4

  Upper / lower bezel size (mm) 15.8 / 15.8

  Left / right bezel size (mm) 15.9 / 15.9

  Screen aspect ratio 16:9

  Max. brightness (cd/m²) 500

  Viewing angles (h/v; °) 178/178

  Connectors 1 x DVI-I (Input, 24+5-pin D-Sub)

  Connectors 1 x Ethernet (RJ45)

  Connectors 2 x IR (Input/output, 3.5mm jack)

  Connectors 3 x HDMI (Input)

  Connectors MicroSD card slot

  Connectors 2 x USB-A 2.0

  Connectors 2 x RS232C (Input/output, 3.5mm jack)

  Connectors 2 x DisplayPort (Input/output)

  Connectors 2 x 3.5mm jack (Audio input/output)

  Width without stand (mm) 973

  Height without stand (mm) 561
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  Depth without stand (mm) 63.5

  Net weight (kg) 10.7

  Set contains Edbak PWB1 wall mount

  Set contains Remote control

  Set contains HDMI - HDMI cable

  Set contains Power cord

  
PRODUCT DESCRIPTION

The Iiyama ProLite LH4352UHS is a 42.5-inch large-format display. It uses an IPS matrix with wide viewing angles, excellent color reproduction, 4K
resolution (3840x2160 pixels) and high brightness of 500 cd/m². The monitor is created for digital signage applications, meaning 24/7 operation, and the
image can be displayed both vertically and horizontally.

The LH4352UHS is equipped with the Android 8.0 operating system, which allows installing the necessary applications directly on the monitor. The user
has analog signal input (VGA on DVI-I input) and digital signal inputs (DVI with maximum quality of 1080p@60Hz, 3 HDMI ports with maximum quality of
2160p@60Hz and DisplayPort 1.4 with maximum quality of 2160p@60Hz). 

The 42.5-inch monitor has VESA-standard mounting slots with 200x200mm spacing, so you can place the display on a stand or wall mount. The narrow
bezels (13.9 mm) in matte black make for a sensational overall effect when combined with the 4K-quality IPS matrix of the monitor. 

Rent the Iiyama ProLite LH4352UHS large format monitor at SQM Rental House!

Product link: 

https://rentalhouse.sqm.eu/gb/lcd-oled/1655-iiyama-lh4352uhs-b1-4k.html
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