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WYRESTORM SP-0108-4K (1X8 HDMI)

TECHNICAL DETAILS

  Category Splitter

  Max. resolution (px×px) 4096x2160

  Connectors 8 x HDMI (Output)

  Connectors 1 x HDMI (Input)

  Width (mm) 240

  Height (mm) 18

  Depth (mm) 90

  Net weight (kg) 0.52

  
PRODUCT DESCRIPTION

SQM Rental House offers the Wyrestorm SP-0108-4K splitter, which splits a single 4K HDMI (or 1080p) signal into 8 displays with 4K or Full HD
resolution. The device supports 3840x2160 (UHD), 4096x2160 (DCI) resolutions at 30 Hz and 480i, 480p, 576i, 576p, 720p, 1080i, 1080p at 60Hz.

The SP-0108-4K is a 1x8 splitter that supports HDMI 1.4a with HDCP, 10.2Gbps transmission speed and 24-bit TrueColor depth with 4:4:4 sampling for
4K signal and 36-bit depth for 1080p. The Wyrestorm SP-0108-4K also supports the Dolby and DTS 7.1 sound standards. The maximum transmission
distance is equal to 7 meters for a 4K signal and about 15 meters for 1080p.

The SP-0108-4K front panel is equipped with LEDs that indicate the connection of the source with the receiver, or which source is currently connected to
the display. On the back panel, apart from 8 outputs and 1 HDMI 1.4a input, there is a power supply connector and an EDID switch.

The device is powered by a 12V DC power supply. Maximum power consumption at 1080p signal is 3.5W, and at 4K signal - 4.7W.

Product link: 

https://rentalhouse.sqm.eu/gb/accessories/279-wyrestorm-sp-0108-4k-1x8-hdmi.html
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